
  

1 After installing a new digital marinator timer, make sure the switch on top of the timer is set to 
the ‘off’ position.    

 

  

  

2 Next, plug your marinator into the wall and press the green start button. The marinator must 
be running to configure the settings on the timer.   
  

3.1 To simply change the time your marinator runs, press the ‘1’, ‘2’, or ‘3’ buttons while the 
Marinator is running. Up on these buttons increases time, while down reduces time. Note: If the 
time on your marinator is ever set to ‘0.00’ the unit will not run, and the settings will not be able 
to be changed. It is recommended to keep the last number set to any number, other than 0, to 
prevent this from happening.   
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3.2 To change the settings on your Marinator timer, hold ‘Mode’ while the Marinator is running. 
The settings should be pre-set, but if they’re not, ensure they match the images below. To change 
between settings, press ‘Mode’.   

 

NOTE: If changes are made to any of these settings, hold 'MODE' to confirm the changes.  
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                        Timer Reset Procedure (In-Machine) 

    If the timer board has been reset to 0.00, the unit will not operate. The timer must be reconfigured before 

normal operation can resume. This procedure allows the timer to be reset while installed in the machine, 

minimizing downtime. 

Procedure: 

1. Disconnect Power 

Unplug the machine from the power source. 

  

 



 

 

2. Remove Top Cover 
Using a Phillips-head screwdriver, remove the screws securing the top cover and set the cover aside. 

 

3. Disconnect Timer Connector 
Unplug the electrical connector from the timer board.  

 



 

 

 

 

 

4. Install Jumper Wire 
Install a jumper wire between terminal 5 and terminal 6 on the timer. 

 

5. Restore Power and Set Timer 
Plug the machine back in and run it to reprogram the timer to the desired setting. 

 

 

6. Finalize Installation 
Once the timer is set, unplug the machine, remove the jumper wire, reconnect the timer connector, and 

reinstall the top cover. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 


